
EXTERIOR WALL FINISH 
COLOR KEY & LEGEND
C-1 RED

RIVER 
REFLECTIONSC-36

REVERE PEWTER
BM HC-172C-205

CLASSIC GRAY
BM 1548C-206

EAGLE ROCK
BM 1469

C-214

LEVEL 1 - T/O SLAB
EL = 100' - 0"

T/O PARAPET 26'-6"
EL = 126' - 6"

10

T/O PARAPET 27'-10"
EL = 127' - 10"

T/O PARAPET 23'-10"
EL = 123' - 10"
T/O PARAPET 22'-6''
EL = 122' - 6"

S6

8'-0" BULLSEYE WITH
'TARGET'

S6

14" ORDER PICK UP SIGN

INTERIOR AND EXTERIOR WITH 3M FILM SILVER
WRAP ALL SURFACES BOTH(E) CART RAILS 

TO REMAIN DOORS TO BE PAINTED TO MATCH 
ADJACENT BASE EFS-17R, C-206 (TYP.)

(E) CVS SIGN 
TO REMAIN

REPLACE (E) FABRIC SHADE WITH 
HENDEE "STEEL GRAY", TYP.

EQ. EQ.
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N
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'-1

1"

(E) EIFS
EFS-5R, C-36

(E) EIFS
EFS-5R, C-214

(E) CMU
EFS-1R, C-206

(E) CMU
EFS-1R, C-206

(E) EIFS
EFS-5R, C-205

(E) EIFS
EFS-5R, C-214

987654321

(E) CMU
EFS-1R, C-206
(E) EIFS
EFS-5R, C-206(E) EIFS

EFS-5R, C-206

(E) EIFS
EFS-5R, C-205
(E) EIFS
EFS-5R, C-205

(E) EIFS
EFS-5R, C-214

(E) EIFS
EFS-5R, C-36 (E) EIFS

EFS-5R, C-214
(E) EIFS
EFS-5R, C-214

(E) CMU
EFS-1R, C-206

(E) EIFS
EFS-5R, C-206

(E) CMU
EFS-1R, C-206

(E) SCUPPER
EFS-11R, C-205

(E) SCUPPER
EFS-11R, C-205

2

LIGHTING FIXTURES 
REPLACED, TYP. MOUNT IN 
SAME LOCATION AS EXISTING

22

(E) CMU EFS-1R, 
C-206 TYP

2

(E) CMU EFS-1R, 
C-206 TYP

2 2

5

(E) TILE C-36 
5

(E) TILE C-214 

5

(E) TILE C-36 

5

(E) TILE C-205 

5

(E) TILE C-214 

LEVEL 1 - T/O SLAB
EL = 100' - 0"

T/O PARAPET 26'-6"
EL = 126' - 6"

T/O PARAPET 27'-10"
EL = 127' - 10"

T/O PARAPET 23'-10"
EL = 123' - 10"
T/O PARAPET 22'-6''
EL = 122' - 6"

A

(E) EIFS
EFS-5R, C-214

(E) CMU
EFS-1R, C-206

(E) EIFS
EFS-5R, C-36

(E) EIFS
EFS-5R, C-205

(E) EIFS
EFS-5R, C-205

DOORS TO BE PAINTED TO MATCH 
ADJACENT BASE EFS-1R, C-206 (TYP.)

(E) EIFS
EFS-5R, C-214

(E) EIFS
EFS-5R, C-205

(E) CMU
EFS-1R, C-206

LKJHGFEDCB

(E) OCD
EFS-21R, C-23

REPLACE (E) FABRIC SHADE WITH HENDEE "STEEL GRAY", TYP.

2

(E) CMU EFS-1R, C-205

2

(E) METAL COPING, 
EFS-8R, C-205

2

2

5 5

(E) TILE C-205 (E) TILE C-214 

5

(E) TILE C-214 

5

(E) TILE C-205 

LEVEL 1 - T/O SLAB
EL = 100' - 0"

10

T/O PARAPET 23'-10"
EL = 123' - 10"
T/O PARAPET 22'-6''
EL = 122' - 6"

(E) EIFS
EFS-5R, C-205

(E) EIFS
EFS-5R, C-205

(E) CMU
EFS-1R, C-206

(E) CMU
EFS-1R, C-206

PAINT LOUVERS TO MATCH BASE 
COLOR EFS-1R, C-206 (TYP.)

DOORS TO BE PAINTED TO MATCH 
ADJACENT BASE, EFS-1R, C-206 (TYP.)

(E) EIFS
EFS-5R, C-36

(E) CMU
EFS-1R, C-205

(E) EIFS
EFS-5R, C-205

(E) EIFS
EFS-5R, C-205

(E) BULLSEYE AND 
TEXT REMOVED

9 8 7 6 5 4 3 2 1

EQEQ

4'-
8"

S6

9'-0" DIAMETER
BULLSEYE

(E) CMU
EFS-1R, C-206

5

(E) TILE C-205 

5

(E) TILE C-36 

5

(E) TILE C-205 

LEVEL 1 - T/O SLAB
EL = 100' - 0"

T/O PARAPET 26'-6"
EL = 126' - 6"

T/O PARAPET 27'-10"
EL = 127' - 10"

T/O PARAPET 23'-10"
EL = 123' - 10"
T/O PARAPET 22'-6''
EL = 122' - 6"

A

(E) EIFS
EFS-5R, C-36

(E) CMU
EFS-1R, C-206

(E) CMU
EFS-1R, C-205

DOORS TO BE PAINTED TO MATCH 
ADJACENT BASE, EFS-17R, C-206 (TYP.)

(E) CMU
EFS-1R, C-214

L K J H G F E D C B

(E) EIFS
EFS-5R, C-206

(E) CMU
EFS-1R, C-205

(E) EIFS
EFS-5R, C-206

(E) EIFS
EFS-5R, C-36

(E) CMU
EFS-1R, C-214

(E) EIFS
EFS-5R, C-36

(E) CMU
EFS-1R, C-206

(E) EIFS
EFS-5R, C-205

(E) EIFS
EFS-5R, C-206

(E) CMU EFS-1R, 
C-206 TYP

2

2

(E) CMU EFS-1R, 
C-206 TYP

2

25

5

(E) TILE C-36 

5

(E) TILE C-205 

(E) TILE C-214 

5

(E) TILE C-205 

5

(E) TILE C-36 

10

A

(E) BIKE RACK (TYP.)
CLEAN AND REPAINT
IF NEEDED EFS-20R, C-1

(E) CART 
RAIL (TYP.)

F70

TRASH RECEPTACLE,
TYP.

F70

BEN-2 SILVER, TYP.

(E) ASH 
CONTAINER, (TYP.)

B

987654321

F70

BEN-2 SILVER, TYP.

F70

BEN-2 SILVER, TYP.

(E) SPHERICAL BOLLARDS 
EFS-23R, C-1 TYP. 
REPLACE SLNT-2 JOINT @ 
BASE, TYP.

(E) SPHERICAL BOLLARDS 
EFS-23R, C-1 TYP. 
REPLACE SLNT-2 JOINT @ 
BASE, TYP.

10

L

K

J

98 A201
7

SLNT-7 BEHIND INSIDE OF PIPE SLEEVE

PIPE CLAMP

SLNT-13 BETWEEN PIPE AND BOOT

TALL CONE FLASHING @ FLUE FLASHING ONLY

SLNT-7 APPLIED AFTER CLAMP IS INSTALLED

PIPE SLEEVE

PIPE WALL

ROOF INSULATION

MTL DECKING

CLAMP DETAIL
SEE:

PREMOLDED PIPE
SLEEVE WELD TO ROOF
MEMBRANE

G14

ROOFING
MEMBRANE-TYP

8"

SMALL PIPE

A201
9

CLAMP - SEE

WELD TO ROOF
MEMBRANE

SLNT-13 TOP
& SIDE @
ELECT BOX

CCTV CAMERA, HOUSING 
AND MOUNT BY OWNER 

PAINT MOUNTING BRACKET
& HOUSING COMPONENTS 
EFS-20, COLOR TO MATCH 

ADJ FIN SURFACE

ELEC CONDUIT -
LOCATE 6" MINFROM 

PARAPET SEE

MOUNTING BRACKET -
INSTALLED  BY GENERAL 

CONTRACTOR

A1

A201
9

A201
10

A201
8

A1
MOUNTING BRACKETS
PROVIDED BY OWNER
AND INSTALLED BY GC

FILL ANCHOR HOLES W/
SLNT-13

MOUNTING BRACKETS
PROVIDED BY OWNER
AND INSTALLED BY GC

CONT LINE OF SLNT-13 AT
TOP AND SIDES BETWEEN
PARAPET AND MOUNTING
BRACKET. SEAL ALONG
EDGES, SIM AT ELEC
J-BOX

SCALE:  1/16" = 1'-0"A201
1 FRONT EXTERIOR ELEVATION

SCALE:  1/16" = 1'-0"A201
2 RIGHT EXTERIOR ELEVATION

SCALE:  1/16" = 1'-0"A201
3 REAR EXTERIOR ELEVATION

SCALE:  1/16" = 1'-0"A201
4 LEFT EXTERIOR ELEVATION

SCALE:  1/16" = 1'-0"A201
5 SIDEWALK PLAN
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EXTERIOR
ELEVATIONS,

SIDEWALK PLAN,
PARTIAL ROOF PLAN

& DETAILS

RZS
JS

T-0642

SIDEWALK PLAN NOTES
REPLACE ALL EXISTING SITE FURNISHINGS IN FAIR - TO 
GOOD CONDITION WITH NEW, INCLUDING BUT NOT LIMITED 
TO BENCHES, WASTE RECEPTACLES AND ASH SNUFFER

A.

B. REPAINT SPHERICAL BOLLARDS EFS-23R, C-1, REPLACE 
SLNT-2 AT BASE.

C.

PAINT ALL RUSTED OR PEELING METAL ON EXTERIOR 
PERIMETER TO MATCH COLOR PALLET, INCLUDING BUT 
NOT LIMITED TO STAIR GUARDRAILS, DOORS, FRAMES, 
TRIM, BOLLARDS, GARDEN CENTER FENCING, BIKE RACKS, 
ETC.

D.

TRIM ALL TREE BRANCHES THAT ARE IN CLOSE PROXIMITY 
TO AND OBSTRUCTING VISIBILITY OF EXISTING SITE OR 
BUILDING SIGNAGE

E.

REPLACE PLANTER FILL WITH MATCHING MATERIAL AT 
ALL FRONT SIDEWALK AND FRONT ROW PARKING 
ISLAND BEDS.

G.

POWER WASH FRONT WALK OUTSIDE OF EACH 
ENTRANCE ZONE.

F.

PAINT CROSSWALK STRIPES TO MATCH EXISTING IN 
LOCATION AND SIZE.

REPLACE PLASTIC SLEEVES ON SECURITY BOLLARDS.

H.

EXTERIOR ELEVATION NOTES
AREA TO BE PAINTED STARTS AT TOP OF CURB OR 
REVEAL AND CONTINUES TO TOP OF PARAPET/FLASHING 
OR REVEAL. PAINT COLOR AND FINISH TRANSITIONS 
OCCUR AT EXISTING VERTICAL CONTROL JOINTS OR AT 
INSIDE BUILDING CORNERS, UNO.

A.

B. ALL EXISTING WALL-MOUNTED ITEMS TO BE PAINTED TO 
MATCH ADJACENT WALL SURFACE, U.N.O.

C. PAINT EXISTING EXTERIOR BOLLARDS, EFS-20R, C-8, U.N.O.

D. PAINT COLOR AND FINISH TRANSITIONS OCCUR AT 
EXISTING VERTICAL CONTROL JOINTS OR AT INSIDE 
BUILDING CORNERS, UNO.

E. HORIZONTAL STRIPES AND COLOR TRANSITIONS OCCUR 
AT THE LOCATION OF EXISTING COLORED STRIPS, UNO.

G. PATCH ALL VISIBLE HOLES FROM MOUNTING OF 
REMOVED SIGNS WITH LIKE MATERIAL. RESTORE WALL 
SURFACE TO "LIKE NEW" APPEARANCE.

F. GC AND OSR TO COORDINATE EXTERIOR FINISH SYSTEM 
INSTALLATION OVER EXISTING ARCHITECTURAL WALL 
PANELS (AWP). PREP WALL AS REQUIRED TO RECEIVE 
NEW PAINT.

H. REPLACE ALL CONTROL JOINTS WITH BACKER ROD AND 
SLNT-1.

J. PROPOSED SIGNAGE AS SHOWN IS ILLUSTRATIVE AND IS 
NOT REVIEWED IN THE MINOR AMENDMENT REVIEW. A 
SEPARATE SIGN PERMIT IS REQUIRED FOR ALL SIGNAGE 
SHOWN.

K. DO NOT PAINT INTEGRAL COLORED CMU, FACE BRICK OR 
PRE-CAST ELEMENTS, U.N.O.

L. INTEGRAL COLOR CMU AND PRE-CAST ELEMENTS TO BE 
CLEANED AND SEALED.

2

SCALE:  1/16" = 1'-0"A201
6 PARTIAL ROOF PLAN

SCALE:  3" = 1'-0"A201
9 CLAMP DETAIL

SCALE:  1 1/2" = 1'-0"A201
10 SMALL PIPE SLEEVE

SCALE:  3/4" = 1'-0"A201
7 PARAPET MOUNTED CC TV

SCALE:  3/4" = 1'-0"A201
8 BRACKET DTL

2

2

Date No. Description
1/15/2019 PERMIT ISSUE
03/01/19 2 DCN 1028425-0
04/05/2019 BID SET
10/24/19 5 DCN 1032722-0
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